The Most Effective,
High Tech Protection Against
The Worst Fouling and Slime

ANTIFOULING
BOTTOM PAINT

The Top-10 Reasons You Should
Use Hydrocoat Antifouling Paint
®

1. There is a Hydrocoat antifouling for every boat,
every region and every wallet.
2. Hydrocoat can be applied over any other
bottom paint.
3. Hydrocoat is easier to apply than conventional
antifoulings.
4. Hydrocoat works as effectively or better than the
most premium conventional antifoulings.
5. Hydrocoat is an advanced ablative, no scraping or
sanding off old bottom paint.
6. Because Hydrocoat is water-based, there are no
nasty solvents.
7. There is no smelly chemical odor.
8. With Hydrocoat, very little solvent gets into the air.
9. Allows everyone to breathe a little easier.
10. Clean-up is super-easy with soap and water.

WATER-BASED ANTIFOULING PAINTS

ABLATIVE ANTIFOULING

HYDROCOAT TECHNOLOGY ANTIFOULING
Hydrocoat® ECO Self-polishing, water-based ablative technology
with organic Econea™ biocide. Hydrocoat Eco utilizes the highest level
of new metal-free Econea biocide available combined with a slime
fighting inhibitor for unprecedented multi-season protection. This
copper-free formula is compatible over almost all bottom paints and
is safe for use on all substrates including steel and aluminum.

Ultima® SR 60 delivers exceptional, multi-season, dual-biocide
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performance by combining the highest ablative copper load (60%)
with enhanced technology. Contains 50% more copper than Micron®
Extra, to provide stronger protection in even the toughest conditions. Its
ablative surface wears away over time, reducing build-up.
Note: Due to extremely high copper load, some variations in color and
finish may occur.

BLUE - 1204
BLUE - 1032

GREEN - 1033

RED - 1036

BLACK - 1038

GREEN - 1304

BLUE - 1247
RED - 1096

BLACK - 1098

types of fouling. Its innovative technology replaces the harsh solvents
found in most bottom paints with water, resulting in an easier application and clean up, with no heavy solvent smell. Hydrocoat’s ablative
surface wears away with use, exposing fresh biocide while eliminating
paint build-up and the need for sanding. Its unlimited dry time to
launch allows for painting in the fall.

biocide with a powerful slime fighting agent for dual-biocide, multiseason protection. This copper-free formula can be safely used on
all substrates, including aluminum. It provides excellent antifouling
protection, with an ablative surface that makes it the perfect choice for
both power and sailboats. Ultima Eco’s surface wears away over time,
eliminating paint film build-up and the need for sanding. It can be used
on almost all previously painted surfaces in good condition.

BLUE - 1240
BLUE - 1208

RED - 1608

BLACK - 1808

BLACK - 1881

Horizons offers excellent protection from fouling along with all

BLACK - 1840

paint film strong enough to handle the tough marine environment
without building up over time. Its crossbreed finish is extremely
durable like a hard paint, yet it self-polishes over time like a
seasonal ablative. Soap and water cleanup along with no strong
solvent smell, yields a user friendly application. Neptune5 does
not require sanding between coats saving time and money. With
low VOC it’s ideal for marinas under restrictions. Neptune5 can
be used over all previously painted surfaces.

New!

RED - 1681

RED - 1640

Neptune5 uses the latest technology available to create a hybrid

bottom paint. Ultima® SSA provides excellent antifouling protection
with an ablative surface that makes it an excellent choice for both
power and sailboats. Ultima® SSA’s surface wears away over time,
eliminating build-up or the need for sanding. It can be used on most
previously painted surfaces in good condition. One or two coats per
season are recommended for optimal performance.

GREEN - 1381

GREEN - 1340

HYBRID ANTIFOULING

Ultima® SSA is an economical, yet extremely effective ablative

BLUE - 1281

BLACK - 1847

Hydrocoat® offers excellent multi-season protection against all

Ultima® Eco combines the breakthrough, metal-free Econea™

IVORY - 1108

RED - 1647
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GREEN - 1093

BLACK - 1804 WHITE - 1104

Hydrocoat® SR is the world’s first dual-biocide, water-based,
ablative bottom paint. Dual-Biocides provide outstanding multiseason protection. Hydrocoat SR uses an organic algaecide to offer
outstanding protection against hard and soft fouling, for better
antifouling protection and a greener earth. Ablative technology
eliminates sanding and paint build-up. It is easy to apply and cleans
up with soap & water.

Ultima® SR 40 utilizes a high copper load (40%) combined with
enhanced technology to offer outstanding dual biocide, multi-season
control in all types of fouling. Its ablative surface minimizes coating
build-up to keep underwater surfaces smooth, while providing a
continuous supply of fresh biocides. Can be hauled and re-launched
without repainting.

BLUE - 1092

RED - 1604

BLUE - 1243

GREEN - 1343

RED - 1643

BLACK - 1843

®

of the benefits of ablative paints. Economically priced, it performs
well in all conditions, including severe fouling waters and provides
dependable, multi-season performance. Horizons® ablative surface
wears away with use, exposing fresh biocides while eliminating
paint build-up and the need for sanding. Can be launched and
re-launched without repainting making it an excellent choice for
trailered boats.

BLUE - 1250

PROPELLER AND SHAFT
Prop Coat Barnacle Barrier 1792 provides easy to use

aerosol spray protection for bare metals including steel, stainless steel, cast iron, copper, bronze, galvanized steel, and lead.
It forms an excellent bond to underwater metals and running
gear, and inhibits corrosion on these surfaces. Prop Coat Barnacle Barrier’s smooth, hard surface will self-clean in service,
and can be used above or below the waterline. The dried film of
Prop Coat contains the highest percentage of pure Zinc.

BLACK - 1850
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800- 221- 4466

HARD ANTIFOULING

PONTOON BOAT ANTIFOULING
Pontoon Pro - was designed specifically for pontoon boats
and aluminum hulls. It combines the breakthrough, metal-free Econea™ biocide with a powerful slime fighting agent
for dual-biocide, multi-season protection. This copper-free
formula can be safely applied to all aluminum hulled boats.
It provides excellent antifouling protection, with an ablative
surface that polishes with use. The paint film wears away
over time like a bar of soap, eliminating build-up or the need
for sanding between coats. It can be used over all previously
painted surfaces in good condition. Available in BLACK only.

Trinidad® SR and Trinidad® PRO – the

standard by which all bottom paints are measured. It remains the longest lasting, strongest
antifouling paint available. Utilizing the dual
biocide combination of a high copper load and
enhanced technology, Trinidad® SR provides
unprecedented resistance to all fouling. Its
hard protective coating has excellent adhesion,
and withstands the toughest abuse. Left in
the water, it will provide years of dependable
service. So effective it earned Practical Sailor’s
“Gear of the Year” honors twice.

EPOXY PRIMERS

Trinidad® SR
BLUE - 1277

GREEN - 1377

RED - 1677

BLACK - 1877

BLUE - 1082

GREEN - 1083

RED - 1086

BLACK - 1088

Pettit Protect®

Trinidad® PRO

High-Build Epoxy Primers –
Trinidad® and Trinidad® 75 – the top-ofthe-line in conventional antifouling paints. It has
earned its reputation as one of the most respected
names in the industry. Trinidad® delivers an
extremely high load of cuprous oxide (up to 75%),
to combat even the most extreme fouling
conditions. Its durable, hard modified epoxy finish
has excellent adhesion, and is highly abrasion
resistant. When left in the water, Trinidad® will
provide years of dependable service. The perfect
choice for competitive racing or blue water cruising.

Trinidad®
BLUE - 1275

GREEN - 1375

RED - 1675

BLACK - 1875

GRAY 4700/4701 White 4100/4101
- Faster and easier application
- Comprehensive gelcoat blister repair and prevention
- High-build formula covers in 3 coats vs the competitions’
5 or 6 coats
- Exclusive Low-VOC formula developed specifically for
friendly application

Pettit Protect is a heavy duty, two component, epoxy coating for use where
maximum resistance to fresh or salt water is required. It reduces water
absorption making it an excellent choice for osmotic blister prevention and
repair. Its high-solids formula allows for quicker and easier application
with fewer coats necessary for
effective protection. It also offers
dependable corrosion protection on
all underwater metals.

Trinidad® 75

GRAY - 4700/4701
LT BLUE - 1071 BLUE - 1072

RED - 1076

BLACK - 1078 SP BLACK - 1079

Unepoxy® and Copperguard® have long been

the standard bottom paint for many boatyards and
boat owners. It is a dependable antifouling paint
formulated to provide outstanding protection at a
very affordable price. Its durable, hard modified
epoxy finish is able to withstand beaching,
trailering, and season long abuse. It provides
excellent coverage and adhesion, and can be
applied over most bottom paints in good condition.
Suitable for all non-aluminum trailered boats.

Unepoxy®
BLUE - 1228

GREEN - 1328

BLUE - 1042

BLACK - 1048

RED - 1628

BLACK - 1810

Copperguard®

What makes Pettit Protect® different?
That would be MICA SHIELD TECHNOLOGY.
WATER

High Aspect Sheet Mica
(inpenetrable)
WATER

FRESHWATER ANTIFOULING
SR-21 is an ultra-thin, super slick, low friction film for boat bottoms.
It is an ideal racing finish for fresh water or cold saltwater boats. Its
dual biocides combine the power of copper and enhanced technology,
to produce an effective, thin film antifouling. It contains the slicking
agents PTFE and Molybdenum Disulfide to reduce surface friction,
allowing the hull to slide through the water. SR-21 is easy to apply
and dries in 15 minutes. Color changes upon immersion.
Low
Aspect
Ground Particle Mica
BLUE - 1221

WHITE - 4100/4101

Aspect Ratio – All premium epoxy
primers use Mica to prevent water
intrusion. Pettit Protect Mica is
incorporated into the epoxy resin
while in sheet form, where as other
competitors use Mica in a ground
form. The differences between
the types of mica used in epoxy
primers is the ratio of the mica
particle length to its width. Pettit
Protect uses a high aspect ratio
mica whereas other competitors
used a low aspect ratio mica. The
sheets with high aspect ratio Mica
are forced to overlay each other
creating an impenetrable layer of
epoxy. The issue with low aspect
ratio Mica is when rolled out, there
is no structure. The Mica isn’t
guaranteed to overlap and create
the impenetrable layer of epoxy.
See diagram at the Left.

ORIGINAL - 1921

Note: All swatch colors shown in this brochure are approximations of the actual paint color in the can or mixes.
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VIVID ANTIFOULING
KILLER
SPEEDCOATING

Vivid® offers the brightest colors, the blackest

black and the whitest white available. Dual biocides
provide excellent multi-season protection. Hybrid
technology incorporates all the benefits of ablative
and hard paints in one. Its hard, smooth surface
withstands trailering and is easily burnished to a high
performance racing finish. Vivid® resists build-up
and can be hauled and relaunched without repainting.
Safe for use on properly primed aluminum. The perfect
choice for any boat.

SLICKEST
FASTEST
HARDEST
BURNISHABLE
ULTRA-SMOOTH
HIGH PERFORMANCE
RACING FINISH

The Vivid Color Chart
Vivid Base Colors

Vivid Mixed Colors

WHITE - 1161

4 White / 1 Yellow

1 Red / 4 White

1 Blue / 4 White

BLUE - 1261

1 White / 1 Yellow

4 Yellow / 1 Blue

4 Blue / 1 Red

GREEN - 1361

4 Yellow / 1 White

1 Yellow / 1 Blue

1 Blue / 1 Red

YELLOW - 1461

1 Red / 1 Yellow

4 Blue / 1 Yellow

1 Blue / 4 Red

RED - 1661

4 Yellow / 1 Red

4 Green / 1 Yellow

4 White / 1 Black

BLACK - 1861

1 Red / 1 White

1 Green / 1 White

1 Black / 1 White

Note: All swatch colors shown in this brochure are approximations of the actual paint color in the can or mixes.

the square
1 Calculate
footage of the hull to be
painted – multiply the length of
the hull by the beam then multiply
that total by .85

Use this chart
to determine
compatibility
and application
preparation
necessary to
overcoat with
Pettit Paints

Pettit Bottom Paint Compatibility Chart
Sharkskin
Talon
OLD ANTIFOULING

How Much
Bottom Paint
Do I Need?

Tropikoat
Fiberglass Bottomkote
Epoxycop
Ultra
UltraKote
BottomShield
Bottom Pro Gold
Unepoxy
Unepoxy Plus
Trinidads (All)

beam

Length x Beam x .85 =
Square Feet of Hull
Divide that number (your
square foot total) by the
amount of coverage the selected
bottom paint offers. This will give
you a one-coat total.

2

NEW ANTIFOULING

length

Micron CSC
Micron Extra
Cukote
Cukote Biocide Plus
Epoxycop Ablative
Smart Solutions
Awlstar
PCA Gold!
Alumacoat SR
Ultima SR
Ultima SR40
Ultima SR60
Horizons
Vivid
Vivid Free

AF-33
Bottomkote Act
Tarr & Wonson
Bottomkote
Bottomkote Pro
Bottomkote NT

Teflon®

CPP Plus

SR 21
VC 17
VC 17m
VC 18
FW 21

Red Hand
Sea Mate
Premium SSA
Ultima SSA

Trinidad (All)
Unepoxy
Vivid

SAND & APPLY

HEAVY SAND & APPLY

REMOVE

REMOVE

Horizons
Ultima SR-40
Ultima SR-60
Vivid Free

SAND & APPLY

LIGHT SAND & APPLY

REMOVE

REMOVE

Ultima Eco
Ultima SSA
Sea Mate

SAND & APPLY

LIGHT SAND & APPLY

LIGHT SAND & APPLY

REMOVE

Hydrocoat
Hydrocoat SR
Hydrocoat Eco

LIGHT SAND & APPLY

LIGHT SAND & APPLY

LIGHT SAND & APPLY LIGHT SAND & APPLY

Neptune5

LIGHT SAND & APPLY

LIGHT SAND & APPLY

LIGHT SAND & APPLY

LIGHT SAND & APPLY

SAND & APPLY

REMOVE

REMOVE

LIGHT SAND & APPLY

SR-21
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UNDERWATER METALS
Metal Primer 6455/044 is a

Underwater Metal Kit 6456

two-part, self-etching wash primer for
use above or below the waterline on all
bare outboards, and underwater running
gear. Overcoat with epoxy primer,
tie-coat primer, topside enamels, or
antifouling paint.

combines convenient sized containers
of both our Metal Primer and Tie Coat
Primer in one easy package. This kit is
specifically designed for the painting of
underwater metal running gear including shafts, struts, props, thru-hulls,
and trim tabs.

Tie Coat Primer 6627 is a general

AlumaProtect 4400/4401 is a

purpose chlorinated rubber primer for
use above and below the waterline on
metal surfaces or as a tie coat between
different types of coatings. When used
over Pettit 6455/044 Metal Primer it
forms an excellent, easy-to-use system
for use on all underwater running gear.

two-part epoxy primer for use on sandblasted aluminum where maximum
corrosion resistance to fresh and
salt water is required. Usually over
coated with Pettit Protect High Build
Epoxy 4700/4701 when used on bare
aluminum, pontoon hulls and outdrives.

Prop Coat Barnacle Barrier 1792

provides aerosol spray protection to bare metals
above or below the waterline. Its smooth, hard
surface will self-clean in service and inhibits
corrosion on steel, stainless, cast iron, copper,
bronze, galvanized and lead.

Alumaspray® Plus is an aerosol antifouling

paint specifically designed for use on aluminum
outdrives and outboard motors without the
need for a barrier coat. Alumaspray Plus offers
superior resistance to all types of fouling.

GRAY - 1763

BLACK - 1863

Underwater Metal Systems Chart
Good System

Better System

Best System			

Scuff Surface
Scuff Surface
Outdrives
Spray Alumaspray +
Tie-Coat Primer (1 coat)
(Previously Painted)
		
(Apply 1 aerosol can per unit)
Ultima Eco (1 coat)
				

Scuff Surface
Tie-Coat Primer (1 coat)
Hydrocoat Eco or Vivid Antifouling (2 coats)

Sandblast or Abrade Surface
Metal Primer 6455/044* (1 coat)
Spray Prop Coat
Tie-Coat Primer (1 coat)
Barnacle Barrier (2-3 Coats)
Vivid Antifouling (2 coats)
				

Sandblast or Abrade Surface
Metal Primer 6455/044* (1 coat)
4700/4701 Pettit Protect (2 coats)
Vivid Antifouling (2 coats)

Stainless Steel
& Bronze
		

		

(Maximum Corrosion Protection)
Sandblast or Abrade Surface
4400/4401 AlumaProtect (2 coats)
4700/4701 Pettit Protect (2 coats)
Hydrocoat Eco or Vivid Antifouling (2 coats)

Metal Primer 6455/044* (1 coat)
Ultima Eco (2 coats)

Metal Primer 6455/044* (1 coat)
Tie-Coat Primer (1 or 2 coats)
(Smooth, non-abraded surfaces only) 		Ultima Eco (2 coats)

Aluminum Hulls
		
		
				
If paints containing TBT were previously used, Tie-Coat primer must be applied before Alumaspray+, Hydrocoat Eco, Vivid or Ultima Eco
* If metal substrate temperature is below 60 degrees Fahrenheit, allow overnight dry before proceeding to next step

CLEANERS / DEWAXERS

FIBERGLASS PRIMER

Bio-Blue Hull Surface Prep 92

de-waxes, cleans, and prepares bare fiberglass for painting. Easily removes unwanted
contaminants and mold release agents prior
to painting. When used with 6998 Skip Sand
and antifouling paint, it is part of an easy
1-2-3 system.

STEEL PRIMERS

Skip Sand Primer 6998 eliminates
the need to sand before applying
antifouling paint providing a system of
excellent overall adhesion. It may also be
used between two-part epoxy primers and
antifouling paints. 6998 has an extended
over coating window of a few hours up to
7 days to apply bottom paint.

Rustlok Steel Primer 6980 is an easy

to apply, moisture and corrosion proof primer
for use on all cast iron and steel surfaces,
including galvanized and stainless. Its water
impervious barrier offers excellent adhesion
and corrosion protection even over
rusted surfaces.

SPECIALTY EPOXY PRODUCTS
EZ-Fair 7050 Epoxy Fairing Compound - Light-

Flexpoxy 7076 Two-part epoxy resin that does not sag, run, or shrink. Its
thick formula allows it to fill large cavities in a single application. When
cured, it remains flexible making it ideal for environments that require flex
such as keel joint repairs. Flexpoxy creates a superior bond to all epoxies,
polyester resins, metals and wood. Comes in a unique self measuring, self
mixing cartridge dispenser.

weight, two-part epoxy putty designed for filling and
smoothing surface imperfections above and below the
waterline. The special resins used in EZ-Fair impart a
high degree of water and chemical resistance to the
product, making it an integral part of the Pettit Gelcoat
Blister Repair System. In addition, EZ-Fair is the product
of choice for fairing metal keels or any underwater
surface. Available in can kits or a unique self measuring,
self mixing cartridge dispenser.

A-788 Splash Zone – Extremely hard, abrasion and impact

resistant, two-part epoxy patching compound. It applies like putty
to seal, fill, patch or rebuild aluminum, wood, concrete, fiberglass,
and steel. It can be applied in or out of water to repair boat hulls,
buoys, seawalls, docks, bridge abutments, and more. Splash Zone
provides excellent protection against corrosion of metals and
erosion and deterioration of concrete or wood. Splash Zone’s rockhard surface can be drilled, tapped, or machined.

PET627 8/15
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EZ-Tex
Epoxy Repair
Compound

2

pe t t it pa in t . c om

•

EZ-Tex is an easy to use epoxy repair compound for use
where a high strength, waterproof, permanent repair is
needed. This unique formula creates a tenacious bond
to most surfaces. Its buttery consistency will not sag
or shrink and is excellent for filling cracks, gouges and
voids. A 1:1 ratio makes mixing easy. EZ-Tex can be
sanded, drilled, tapped, sawed and painted once cured.

800- 221- 4466

